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LED Downlight

www.nvc-ce.com

NLED 91*

DEScrIptIOn
• recessed LEd downlight with frosted cover

cOnStructIOn
• Main material: Aluminum + engineering plastic
• Robust steel base in powder finish
• high qual ity light guide plate (LGP) inside for 

glare-free output

SpEcIfIcAtIOn
• Energy saving, up to 85% energy saving comparing 

to standard halogen and incadescent lamps
• Long life, up to 30000 hours
• high quality light, high color rending, less heat, no 

uV or Ir radiation
• Supplied with LEd driver

AppLIcAtIOnS
• Entertainment, retail, office, domestic etc.

Ø99

65

Ø133

Ø114

70

Ø150

Ø140

73

Ø178

Ø160

86

Ø204

 NLED9135 NLED914

 NLED915  NLED916

 
Ø120m m

 
Ø135m m

 Ø165m m  Ø185m m

Model Watt Lumen Lumen/Watt Color temp. CRI

nLEd 9135 10W 3000K 10 W 400 lm 40 lm/W 3000 K 75

nLEd 914 12W 3000K 12 W 650 lm 54 lm/W 3000 K 75

nLEd 915 20W 3000K 20 W 1000 lm 50 lm/W 3000 K 75

nLEd 916 25W 3000K 25 W 1150 lm 46 lm/W 3000 K 75

normal downlight


